
Eaves Detailing 
Eaves Ventilation Pack  
(6 linear metres) 
Providing 25000mm2/linear metre Free Vent Area  

Installation Guide - Instruction Notes 1-8 

1)  Position the fascia board 20mm  
 above the rafter to allow for the  
 height of the Universal Eaves  
 Filler Strip. Fascias should be of  
 adequate density to secure a  
 screw fixing.

2)  Form a starter unit by cutting  
 a standard Eaves Vent Tray in half  
 centrally on the rafter (Picture 1).

3)  Fix the starter unit to the gable  
 rafter using a felt tack at the  
 head of the tray (Picture 2).  
 Ensure that the tray is positioned  
 to allow water to discharge into  
 the gutter. 

4)  Continue to fix additional Eaves  
 Vent Trays along the eaves,  
 ensuring that the chevrons are  
 interlocked. At the opposite end  
 of the roof, fix another half tray  
 to the gable rafter as described in  
 step 3 (Picture 3).

5) Once Eaves Vent Trays are in place,  
 fix a Universal Eaves Filler Strip  
 into the fascia board using screws.  
 See Picture 6 for correct  
 placement of Eaves Filler Strip.  
  A minimum of 3 screws must be  
 used to fix each unit (Picture 4). 

6)  For flat tiles, position the comb leaning up the roof slope. For  
 profiled tiles, position the comb leaning away from the roof slope. 

7)  If extension trays are required (see next page), fix to the rafters  
 using felt tacks. Ensure that Extension Tray chevrons are interlocked  
 with the Eaves Trays beneath.  

8) Roll out the underlay in the normal manner, ensuring that the edge of  
 the underlay is level with the ventilation chevrons (Picture 7).
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Universal Eaves Vent Pack.

U.E.V.P + 1 Eaves 
Extension Pack.

U.E.V.P + 2 E.E.P’s.

U.E.V.P + 3 E.E.P’s.

U.E.V.P + 4 E.E.P’s.

U.E.V.P + 5 E.E.P’s.

Insulation
Depth

400mm
350mm
300mm

250mm

Eaves Ventilation Components (6 linear meters)

Extension Packs (6 linear meters)
Depending on the depth of the insulation and roof  
pitch, it may be necessary to purchase extension  
trays to extend the ventilation path above the level  
of the insulation and allow free flow of air into the  
roof space. See diagram opposite. Extension packs  
are sold separately. 

Universal Eaves Vent Pack (BUZ/7955/U5E5/00)
A)10 no. Eaves Tray

B) 9 no. Eaves Filler Strip 

Universal Eaves Vent Extension Pack (BUZ/7955/U5E7/00)
A) 10 no. Eaves Extension Tray

A)

B)

A)

Information on the complete range of Forticrete products can be found on 
the Internet at www.forticrete.co.uk

The information contained within this publication is as accurate as possible at 
the time of going to press. However, this document does not form part of 
any contract and Forticrete cannot accept liability for any errors or omissions. 

Forticrete operates a policy of continuous product development and 
therefore reserves the right to alter specifications without notice.

Roofing Systems & Technical  Enquiries: 

Forticrete 
Boss Avenue, off Grovebury Road, 
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